
High quality universal ready-to-use Non Woven Wallcovering Paste.

APPLICATION: 
Ready-to-use water-based adhesive for easy application of non woven or fabric backed wall coverings on slightly 
absorbent substrates. 

CHARACTERISTICS:  
Ready-to-use. Does not drip or splash. Rolls out smoothly and evenly. Good viscosity, transparent. Stainless. Temporarily 
correctable. High adhesion. Can be used for different types of wall covering. Good seam and edge bonding. Odorless. Non-
flammable. Non-toxic. Water-based. Solvent-free. Shelf life: 1 year in closed container, store frostfree.

Use: 1 kg = 6-7 m²

INSTRUCTIONS:  
Always follow the instructions of the supplier when installing the wall covering. The temperature of the material, 
adhesive and surroundings should be the same, ideally between 17 °C and 22 °C. The substrate must be flat, smooth, 
degreased, clean, dry, not subject to moisture problems and slightly absorbent. Fill possible holes and cracks with a 
filler and sand uneven surfaces to a completely flat and even surface. It is recommended to pre-treat the substrate with 
an acrylic primer, especially in case of highly absorbent substrates or plaster.

Follow these steps carefully: 

CAUTION! Do not process at temperatures below +10 °C. Keep container cool, dry and frost-free. Keep out of reach of chil-
dren. Do not mix with other chemicals.  

Contains a mixture of 5-chloro-2-methyl-2H-isothiazole-3-on and 2-methyl-2H-isothiazole-3-on (3:1), 1,2-benzisothiazole-3(2H)-on, Methy-

lisothiazolinone. May cause allergic reactions.
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01 − Cut the strips to the desired length (incl. some excess) and roll them up with the drawing facing 

inward. Take into account the height of a pattern repetition and whether or not you need to reverse 

the wall covering. Always consult the label of your wall covering for this.

02 − Stir the adhesive well.  

03 − With a roller or brush, apply the adhesive evenly on the wall. 

04 − Place the wall covering in the adhesive and press with a wallpaper spatula or rubber roller. In the 

meantime, remove any air bubbles.

05 − Glue stains and excess glue at the seams should immediately and carefully be removed with a 

slightly damp cloth. DO NOT RUB.

06 − Remove the excess wallpaper above and below with a knife.

07 − Allow to dry gently. The drying time depends on the surrounding temperature and humidity. 

Avoid excessive and sudden heat.

08 − Clean tools immediately after use with water and close the container tightly.


